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END BENT 1

END BENT 2

APPROX. L.F.

60 INCHES WIDE

WELDED WIRE FABRIC
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12"FABRIC BEYOND TOE WALL

EXTEND WELDED WIRE

IN THIS AREA

PROTECTION PAVING

PLANS FOR SLOPE

SEE ROADWAY

- �"/FT.

MODULUS SILICONE SEALANT

WITH JOINT SEALER OR GRAY LOW

KEEP FREE OF CONCRETE AND SEAL

JT. MAT’L.)

TAPE ON TOP OF EXP.

(PLACE DEBONDING

1" EXP. JT. MAT’L.
4’-6"

6 X 6 - W1.4 X W1.4

WELDED WIRE FABRIC

P.I. OF 6’ V.C.

À DITCH AND

3’-0"M
AX.CONST. JT.

PERMITTED
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SECTION ALONG À ROADWAY WHEN FILL CATCHES IN DITCH

END BENT CAP OR HORIZONTAL

CONST. JT. TO BE NORMAL TO 

5’-0" 5’-0"4’-0" 4’-0"

WIDTHS MAY VARY IN CURVED PORTION.

POUR A 4’-0’’ STRIP FIRST. STRIP

OPTIONAL POURING DETAIL

END BENT CAP OR HORIZONTAL

CONST. JT. TO BE NORMAL TO 

5’-0" 5’-0"

POURING DETAIL

5’-0" 5’-0"

PORTION.

STRIP WIDTHS MAY VARY IN CURVED

SPA. @ 1’-6" CTS. MAX.

2’-0" LONG #4 BARS

GENERAL NOTES

SLOPE PROTECTION.

BARS, IF USED, SHALL BE INCLUDED IN THE UNIT PRICE BID PER SQUARE YARD FOR

WELDED WIRE FABRIC LAPPING AT LEAST 6". THE COST OF THE WELDED WIRE FABRIC AND #4

4’ AND 5’ STRIPS AS SHOWN IN THE ‘‘OPTIONAL PORING DETAIL’’ WITH ADJACENT RUNS OF

BETWEEN STRIPS AT 1’-6" MAXIMUM SPACING. SLOPE PROTECTION MAY BE POURED IN ALTERNATE

AS SHOWN IN THE ‘‘POURING DETAIL’’ WITH 2’-0" LONG #4 BARS PLACED ALONG THE SLOPE

SHALL BE 6 X 6 - W1.4 X W1.4, 60" WIDE. SLOPE PROTECTION SHALL BE POURED IN 5’ STRIPS

SHALL BE FLOATED WITH A WOODEN FLOAT AND FINISHED. WELDED WIRE FABRIC REINFORCING

IN THE DETAILS ON THIS SHEET. CONCRETE SHALL BE CLASS ‘B’. THE CONCRTE SURFACE

SLOPE PROTECTION SHALL CONSIST OF A 4" POURED-IN-PLACE CONCRETE PAVING AS SHOWN

M.D.PISO 12-03-12

STR. #6

R-2514B

216+65.63 -L-

261

300

65’
-0"

65’
-0"

EL. 42.09

STA. 217+58.01 -L-

EL. 43.51 

STA. 216+27.55 -L-

EL. 43.00

STA. 216+70.35 -L-

EL. 44.17 

STA. 215+67.97 -L-

523

601

STA. 216+65.63 -L-

BRIDGE @ 

2-10-14D. A. GLADDEN

NORMAL TO ROADWAY

SLOPE 1�: 1

37

S6-035

ONSLOW & JONES

À -Y3-

PROTECTION

4" SLOPE

OF THE STANDARD SPECIFICATIONS. FOR BERM WIDTH, SEE GENERAL DRAWING.

THE DETAILS. MEASUREMENT AND PAYMENT SHALL BE AS PRESCRIBED IN SECTION 462 

SLOPE PROTECTION SHALL BE PLACED UNDER THE ENDS OF THE BRIDGE AS SHOWN IN 
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